


Standard Features

ETL Listed

Heavy Duty Tubular Steel Frame
Heavy Duty Legs

Durable Higloss Powder Coated Paint
Stainless Steel Compartment Covers
Stainless Steel Combustion Chamber

Heating Coil Constructed of ASTM A53 Schedule 80 Steel Pipe

Fuel Efficient Combustion Chamber
Adjustable Temperature Control
High-limit Temperature Control
Waterproof Ignition Transformer
Pressure Relief Valve

Belf Driven Pump

Trigger Gun Control

Stainless Steel Float Tank

Low Water Shut-off Protection

Wire Braid Discharge Hose

Quick Coupled Stainless Steel Nozzles
Automatic Shutdown Timer
Watertight Electrical Panel
Diagnostic Control Monitoring Lights
Calibrated Detergent Mixing Valve
Fuel Water Separator

Electronic Ignition

Hour Meter

Soap Solenoid

Cad Cell Flame Sensor (Qil fired units)

Draft Diverfer

With 1600 to 3000 PSI high
pressure, 300 PSI steam, and
3.0 t0 5.0 GPM these stationary
pressure washers have
exceptional power to get the
job done fast.
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MODEL 3303
FLOW OUTPUT (GPM) 3
PRESSURE RATING (PSI) 300
MAXIMUM OUTPUT

TEMPERATURE 300
CLEANING COMPARISON INDEX (1) 5812
MOTOR HORSEPOWER 075
ELECTRICAL REQUIREMENTS

vor 115
A 10
PHASE 1

OIL FIRED BURNER SYSTEM

INPUTBTU'S 420,000
FUEL CONSUMPTION (GPH) (2) 18
BURNER FUEL TANK CAPACITY 155
STACK SIZE g
GAS FIRED BURNER SYSTEM

INPUT BTU'S 440,000
FUEL CONSUMPTION NG (CFH) (2) 264
FUEL CONSUMPTION LP (LBH) (2) 131

LP TANK MINIMUM SIZE 100#
STACK SIZE 10
DISCHARGE HOSE 3/8"x 50'
APPROXIMATE WEIGHT (LBS) 730
DIMENSIONS

LENGTH 56"
WIDTH 2"

HEIGHT 55"

3/8"x50'" 3/8"x50'

For exira cleaning power, this
series makes short work of fough
jobs with 1800 to 3000 PSI high
pressure, 300 PSI steam and 4.0
t0 6.0 GPM.

1200 1o 2500 PSI high pressure,
500 PSI steam and 6.7 to 12.0
GPM. Engineered with the
toughest jobs in mind, this series
is fop of the line in stationary
pressure washers.
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MODEL

FLOW OUTPUT (GPM)

PRESSURE RATING (PSI)

MAXIMUM OUTPUT
TEMPERATURE

(LEANING COMPARISON INDEX (1)
MOTOR HORSEPOWER

ELECTRICAL REQUIREMENTS

vorr

Awp

PHASE

OIL FIRED BURNER SYSTEM
INPUTBTU'S

FUEL CONSUMPTION (GPH) (2)

BURNER FUEL TANK CAPACITY
STACK SIZE

GAS FIRED BURNER SYSTEM
INPUTBTU'S

FUEL CONSUMPTION NG (CFH) (2)
FUEL CONSUMPTION LP (LBH) (2)
LP TANK MINIMUM SIZE

STACK SIZE

DISCHARGE HOSE
APPROXIMATE WEIGHT (LBS)
DIMENSIONS

LENGTH

WIDTH
HEIGHT

MODEL

FLOW OUTPUT (GPM)

PRESSURE RATING (PSI)

MAXIMUM OUTPUT
TEMPERATURE

CLEANING COMPARISON INDEX (1)
MOTOR HORSEPOWER

ELECTRICAL REQUIREMENTS

vorr

AP
PHASE

OIL FIRED BURNER SYSTEM
INPUTBTU'S

FUEL CONSUMPTION (GPH) (2)
BURNER FUEL TANK CAPACITY
STACK SIZE

GAS FIRED BURNER SYSTEM
INPUT BTU'S

FUEL CONSUMPTION NG (CFH) (2)
FUEL CONSUMPTION LP (LBH) (2)
LP TANK MINIMUM SIZE

STACK SIZE

DISCHARGE HOSE
APPROXIMATE WEIGHT (LBS)

DIMENSIONS
LENGTH
WIDTH
HEIGHT

545000 545000

3/8"x50" 3/8"x50' 1/2"x50' 1/2"x50'






