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AVAILABLE OPTIONS: ORP/pH advanced digital controller (2 pumps factory
upgrade), sump pump, fiberglass collection pit and in-ground oil/water separa-
tor, corrosion-resistant stainless steel platform, carbon filter aeration kit, micro-
bially enhanced pit management system, automated total dissolved solids (TDS)
and total suspended solids (TSS) control.

Flow Rate up to 30 GPM | Self-Contained | Unique Oil-Attracting Coalescing Cones | Ozone Treatment | ETL Certified

EXCLUSIVE!
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REVOLUTIONARY CLP DESIGN
The CLP is the most advanced, efficient and self-con-

tained mechanical filtration wash-water recycling system in
its price range on the market. 

The revolutionary CLP includes two models that are fully
automated. The CLP’s new Automatic Maintenance Control
system uses an easy-to-operate PLC (Programmable Logic
Control) to automatically backwash filters, dispense sludge
and monitor and adjust pH and oxidizer levels resulting in
cleaner water, reduced odor problems, lower maintenance
costs and a smoother operation, to say nothing of the hap-
pier, more productive workers.

All CLP models are easy to install because they are pre-
plumbed and self-contained on an all-steel platform pro-
tected by an all-weather powder coat finish.
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CLP serves as the heart of a closed-loop
wash-water recycling system 

Automated CLP Specifications
FEATURE CLP-7034A,B,C CLP5024A,B,C

Maximum Flow Rate 1 - 30 gpm 1 - 10 gpm

Oil/Water Separator 600 gal. 300 gal.

Electrical Configuration: (Voltage / Phase / Amps)

A 230V 1ph 30a 230V 1ph 18a
B 230V 3ph 15a 230V 3ph 12a
C 460V 3ph 9a 460V 3ph 8a

Compressed Air 3 cfm @ 60-100 psi 3 cfm @ 60-100 psi

Transfer Pump 2 hp 1/2 hp

Filter Pump 2 hp 3/4 hp

FEATURE CLP-7034A,B,C CLP5024A,B,C

Media Filter 950 lbs. 275 lbs.

Carbon Filter 320 lbs. 200 lbs.

Ozone Generator Series 400 Series 200

Coalescing Pack 490 sq.ft. 188 sq.ft.

Holding Tanks 65 gal. 40 gal.

Dimensions (L x W x H) 108" x 72" x 110" 96" x 61" x 94"

Net Dry Weight (approx) 2,950 lbs. 1,850 lbs.
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